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Technical Data 
General  Video 
Housing Polycarbonate-acrylonitrile 

butadiene styrene, all 
weather, UV-resistant 

 Video Resolution Up to 1280*720 (Full HD), 
1280*720 (HD), Auto 
(default HD) 

Picture 720p/1080p max. output 
30fps, maximum bit rate 
2Mbps 

Use Cases Tabletop/wall mount/ceiling 
mount Surveillance Camera 

Lens 3.6mm, F2.0, horizontal 
viewing angle of 130° 

Approvals 

 

CE-EMC, CE- LVD, FCC, 
IC-ID, R&TTE, UL, RoHS 

Dd   

Infrared Night Vision Build-in photodiode. 4 
build-in F5 850nm 14µm 
infrared lamp Camera Input 5V DC, 1A 

Power adapter In 

Power adapter Out 

USB cable Length 

100-240 VAC, 50/60Hz, 0.2 A 

5V DC, 1A 

6.5 ft./ 2 m 

 Audio 

Audio components Speakers and microphone, 
Echo and Noise Canceller 

Audio Streaming Two-way 

Mounting Type Surface-mounted  Network 

Weight 

 

3.5 oz./99 g 

 

 Wi-Fi 802.11a/b/g/n 2.4GHz 

Package Weight 1 lbs./0.45 kg Motion Sensor 
Dimensions D*W*L  

122mm*80mm*80mm/ 
5.0in*3.3in*3.3in 

 Type Passive Infrared sensor (PIR) 

Detector angle 110° 

Operating Conditions -20°C~40°C/-15°F~104°F  Range Up to 32ft. /10 m 
Connectors Micro USB port and Wireless 

2.4Ghz Wi-Fi Module 

 Integrated Wireless Modules 

Wi-Fi 802.11 a/b/g/n @ 2.4 GHz 

Intended Use Indoors  Current System requirement 

Frame color Silver/Black/White 

 

 Mobile device Phone or tablet with iOS 8 or 
later, or android 4.1 or later 

Including Accessories Power adaptor, USB cable, Pin, 
screws & anchors, Quick start 
guide 

 Internet 802.11 a/b/g/n @ 2.4 GHz 

 Recommended 
installation height 

45 in/115 cm 

 


